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General Specifications

Sensor System Pedal Sensors Damper pedal: Non-contact optical position-sensing system

Drive System
Key Drive DSP drive system (non-servo)

Damper Drive DSP servo drive system (servo controlled solenoids)

Compatible Storage Media USB flash memory

Built-in Songs 500 songs

Compatible File Formats
Standard MIDI File (SMF) format 0, Standard MIDI File (SMF) format 1, 
WAV, MP3

Compatible Song Formats PianoSoft, PianoSoftPlus, PianoSoftAudio

Switch Box

Buttons POWER , VOLUME –/+, PLAY/PAUSE, MAINTENANCE

Switches AUTO PLAY, AUTO OFF MODE, WLAN

Dimension (W × D × H) 220 × 70 × 30 mm (8-11/16 × 2-3/4 × 1-3/16 inch)

Control Center Unit Dimension (W × D × H) 224 × 130 × 76 mm (8-13/16 × 5-1/8 × 3 inch)

Connectors

MIDI MIDI IN, MIDI OUT

Audio
OUTPUT (monaural), OMNI (SYNC) IN (stereo), OMNI (SYNC) OUT 
(stereo), DIGITAL OUT

Others LAN, USB (To HOST × 1, To DEVICE × 3)

Tone Generator

Pitch Control 414.8 Hz to 466.8 Hz (tunable in 0.2 Hz increments)

Polyphony 256 notes (max.)

Parts 16 parts

Voice Module Modes XG, GM

Normal Voices 480 voices

Drum Kits 12 kits

Power Source AC 100 V to 240 V, 50/60 Hz

Supplied Accessories
Monitor speaker (1), Monitor speaker installation kit (1), Owner’s 
manual (1), Built-in song list (1), Music book “50 greats for the Piano” 
(1), USB wireless LAN adaptor (UD-WL01) (1)
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