
RMio64-D Firmware V3.11 Release Notes 

Main Revisions and Enhancements 

V3.10 → V3.11 

Fixed Bug 

- Solved a problem in which the CL, QL or R Remote would not be able to find the RMio64-D 

when IGMP Snooping of the network switch was on. 

- Solved a problem in which the MADI Output Frame could not be set to 96 kHz when only the 

MADI OUTPUT was connected and the MADI INPUT was not connected. 

Improvements 

- Improved the response speed of the device when the INPUT RATE 1Fs/2Fs/4Fs is switched by 

the button on the front panel while the SRC is working. 

- Improved the response speed of the device when the WORD CLOCK SOURCE is switched 

quickly from the CL, QL, or R Remote. 

Update History 

V3.00 → V3.10 

Fixed Bug 

- Solved a problem in which the status of the RMio64-D shown on the I/O DEVICE screen of the 

CL/QL is not updated during the first restart after setting the Dante DIP switch 1 (DAISY 

CHAIN/REDUNDANT). 

V1.00 → V3.00 

New Function 

- Added support for remote operation from the Digital Mixing Console CL/QL V3.0. 

Improvement 

- Dante [SYNC] indicator (orange) flashes when communication error occurs on the Dante 

Redundant Network. 

- Error on a primary network:  Light or flash (green) Flashes once (orange) 

- Error on a secondary network:  Light or flash (green) Flashes twice (orange) 
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RMio64-D ファームウェア V3.11 リリースノート 

主なアップデートの内容 

V3.10 → V3.11 

修正された不具合 

- ネットワークスイッチの IGMP Snooping がオンのとき、CL/QL/R Remote が RMio64-D を見つけら

れない不具合を修正しました。 

- MADI の OUT 側だけを接続し、IN 側が接続されていないとき、MADI Output Frame を 96 kHz に

設定しても 96 kHz にならない不具合を修正しました。 

改善点 

- SRC がオンの状態で、本体フロントパネルで INPUT RATE 1Fs/2Fs/4Fs を切り替えたときの

RMio64-D の反応速度を改善しました。 

- CL/QL/R Remote で WORD CLOCK SOURCE をすばやく切り替えたときの RMio64-D の反応速

度を改善しました。 

更新履歴 

V3.00 → V3.10 

修正された不具合 

- Dante ディップスイッチ 1 (DAISY CHAIN/REDUNDANT)切り替え後の最初の起動時、CL/QL の

I/O DEVICE 画面に表示される RMio64-D のステータスが更新されない不具合を修正しました。 

V1.00 → V3.00 

新機能 

- デジタルミキシングコンソール CL/QL V3.0 からのリモートコントロールに対応しました。 

改善点 

- Danteがリダンダンシーネットワークで動作しているとき、主回線(プライマリー)接続または副回線(セ

カンダリー)接続に不具合があると、Dante [SYNC]インジケーター(橙色)が点滅するように変更しま

した。 

- 主回線(プライマリー)の不具合:    点灯または点滅 点滅 

- 副回線(セカンダリー)の不具合:    点灯または点滅 2 回点滅 

本文に掲載されている会社名および商品名等は、各社の登録商標または商標です。(C) 2015 Yamaha Corporation. 


	English
	日本語

